Hotplate Stirrers

with BioCote® antimicrobial protection




Undergrad Hotplates

The Stuart® range of Undergrad hotplates
includes dedicated hotplates and stirrers as well as
combination hotplate stirrer models, the majority
of which are available in a choice of ceramic or
coated metal tops. All surfaces are square to allow
more flexibility in vessel sizes and combinations,
for example four 250ml| beakers can easily be
accommodated.

uUs152D uc152D
Plate Material Coated Aluminium/Silicon Glass ceramic Coated Aluminium/Silicon
Plate Dimensions, mm 150 x 150 150 x 150 150 x 150
Heated Area, mm 150 x 150 120 x 120 150 x 150
Heater Power, Watt 700 500 700
Max plate temp, °C 325 450 325
Temperature display LED LED n/a
Stirrer Speed, rpm 100 - 2000 100 - 2000 100 - 2000
Maximum Stirring Capacity, L * 15 15 15
Compatible with SCT1 Yes Yes Yes
Control accuracy with SCT1 x1°C x1°C +1°C
Dimensions (w x d x h), mm 172 x 248 x 120 172 x 248 x 122 172 x 248 x 120
Net weight, kg 29 29 29
Power 750W 550w 750W
Electrical supply (230V) 230V, 50Hz 230V, 50Hz 230V, 50Hz
Electrical supply (120V)* 120V, 60Hz* 120V, 60Hz* 120V, 60Hz*
IP Rating 32 32 32

* Based on water contained in a 20 litre glass bottom flask *+Please use 120V part number

230V Ordering Information

Model Description

ucC152D Digital Stirrer/hotplate, ceramic plate, 230V / 50Hz

Us152D Digital Stirrer/hotplate, coated aluminium plate, 230V / 50Hz
ucC152 Stirrer/hotplate, ceramic plate, 230V / 50Hz

Us152 Stirrer/hotplate, coated aluminium plate, 230V / 50Hz

uc150 Hotplate, ceramic plate, 230V / 50Hz

Us150 Hotplate, coated aluminium plate, 230V / 50Hz

UC151 Stirrer, ceramic plate, 230V / 50Hz

US151 Stirrer, stainless steel plate, 230V / 50Hz

Follow Stuart equipment on Twitter!

www.twitter.com/stuartequipment




/7 Cole-Parmer:

DIGITAL CERAMIC COATED
STIRRING HOT PLATE

Mixing at its Best
- with counter reaction

Cole-Parmer digital hot plate stirrer ensures
precise thermoregulation as well as a high
degree of precision, reliability and safety.

The fine tuning can be reached by
properly setting the "safe temperature”
' / parameters according to the test
conditions. It's aluminium plate ensures
optimal heat transfer while ceramic
‘ coating promotes excellent chemical

resistance. Control panel is separated
from the heating plate, and leaks or
spills are channeled away from the

: '\ controls by the dedicated run-off groove.
TJ Inbuilt pressure die-cast structure ensures
T | that accidental liquid spills cannot reach

\/ the internal parts of the unit.
Unique Features: Applications:

« Constantspeedirrespective of viscosity . Laboratory mixing

« Microprocessor based precise control « Heating & mixing

. Safe to use with hot surface warning . Deagglomeration

« Chemically resistant top plate . Homogeneous mix

Includes: 1.8-m cord with plug and » Liquid liquid blending

PT 100 Class A temperature probe,
suitable for 230V/50Hz

Specifications:

Catalog Top Plate Temp. m Overall Dimension
Number imonsion] aterial | Rande (D

Ceramic Coated | Ambient to ‘o to 1500 rpm| 20 L ’ 16.5 x 11.5 x 28 cm

MK-15956-32‘15.5 cm dia‘ Aluminium Alloy 370°C

Cole-Parmer India, 403, Delphi - A, Hiranandani Business Park, Powai, Mumbai - 400 076

Ph: 022-61394444 Fax: 022-61394422 Email: info@coleparmer.in Web: www.coleparmer.in




Vortex Mixer with Infrared Sensor
Reduce repetitive wrist strain

— Infrared sensor mode detects when a tube is present and
automatically starts mixing, without any applied pressure, or
operate in continuous “touch” mode

— Quiet operation with soft-start feature and controlled ramping

— Variable speeds up to 3000 rpm for applications from gentle mixing
to vigorous vortexing

— Polymer/zinc alloy construction is

easy to clean and offers excellent
chemical resistance ! \
— Optional accessories accom- .
modate a broad range of
vessels, greatly expand-

ing its uses

What's included:
standard pop-off cup
for single test tube and
a 6-ft (1.8-m) power
cord with plug.

0to3000rpm | 100/240 | 5060 | GY-86579-03 |

GY-86579-22 Microtube adapter; foam, holds 19 x 1.5-mL
microtubes

GY-86579-23 Microplate adapter; foam, holds one
96-well microplate

GY-86579-24 Test tube adapter; foam, holds five 16-mm tubes
GY-86579-25 Small platform; rubber, 2" (5.1 cm) dia
GY-86579-27 Large platform; soft foam, 33" (9.5 cm) dia



